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With the AC 166® G and AC 164 
plug and socket systems, 
Adels-Contact enables true plug 
& play installation in the building 
industry.
 
Pre-assembled, error-free and 
offering maximum flexibility, our 
products ensure significantly faster 
construction and a high degree of 
planning reliability.

Our Environmental Product 
Declaration (EPD) provides 
planners and investors with reliable 
data for sustainable construction 
projects and certification systems.

The full life cycle of our connectors 
is assessed transparently – from 
raw material extraction to recycling.

Both systems comply with 
DIN EN IEC 61535, the international 
standard for pluggable installation 
systems.

This guarantees tested safety, 
high contact reliability and use 
in accordance with standards in 
fixed electrical installations.

Our connectors are ideal for office 
buildings, industrial halls, 
residential construction, hotels, 
hospitals and the retail sector. 

They are used wherever lighting, 
power distribution or technical 
building equipment needs to be 
installed efficiently and scalably.

Pre-assembled components and 
tool-free plug connections reduce 
installation times by up to 70%. 

Fewer installation errors, shorter 
construction times and lower 
personnel costs lead to measurable 
cost savings throughout the entire 
project.

The AC 166® G and gesis® GST18® 
systems are approved according to 
DIN EN IEC 61535, which does not 
prohibit mixed use across 
manufacturers.

Compatibility is regularly confirmed 
by accredited testing institutes and 
thus meets the requirements of the 
EU Product Safety Regulation. 

Pre-assembled cables AC 166® G 
and AC 164 are available with 
cables in the common CPR classes 
Eca, Dca, Cca or B2ca.

This allows national fire protection 
requirements throughout Europe 
to be implemented in accordance 
with standards.

With its Quick Delivery Programme 
(QDP), Adels-Contact guarantees 
particularly short delivery times for 
defined cable types.

This ensures planning reliability, 
reduces project delays and makes 
short-term construction 
adjustments possible without 
any problems.
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