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NOTES:

MATERIALS: ALL MATERIALS ARE RoHS COMPLIANT 1.
PER EU DIRECTIVE 2011/65/EU & AMENDMENTS.

HOUSING, NUT, & INSERT: ENGINEERING •
THERMOPLASTIC, COLOUR: BLACK
CONTACTS: COPPER ALLOY, FINISH MATTE TIN •
OVER NICKEL
GASKET: SILICONE RUBBER, COLOUR: BLACK•
LOCK WASHER: STAINLESS STEEL•

OPERATING TEMPERATURE: -40 TO +105°C2.

ELECTRICAL CHARACTERISTICS:3.
CURRENT RATING: 1.5 A MAX PER CONTACT•
VOLTAGE RATING: 30 VDC MAX•

WIRE SPECIFICATION:                                                  4.
SIZE: 20 TO 16 AWG (0.5 TO 1.5 mm²),•
INSULATION O.D.: 3.00 [.118] MAX•
STRIP LENGTH: 8.00 TO 11.00 [.315 TO .433]•

AMPHENOL PART NUMBER: FLS-SR40-01

TABLE 1 - CONTACT ASSIGNMENT
CONTACT 

NO. ASSIGNMENT

1   +24V AUX POWER SUPPLY

2   DA- (NEGATIVE POLE FOR DALI PROTOCOL AND POWER)
  GROUND FOR 24V AUX POWER SUPPLY   

3   DA+ (POSITIVE POLE FOR DALI PROTOCOL AND POWER)

4   NOT CONNECTED 
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